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Grove State Bank 

Otto Coerver Co., Inc., Dallas, Texas—Millwork 


Dallas, Texas 


F. Eggers Plywood and Veneer Company was established in 1884, and 
has long been noted for its quality manufacture of plywood and doors. 
Over 70 years of experience, development, and faithful service to the 
building industry, lie behind every Eggers product. 














EGGERS 




SPECIFICATIONS 


CORE: To be of kiln-dried ponderosa pine strips with 
joints well staggered. 


BANDING: Side bands to be %" thick and to be of 
same species of wood as face. Top and bottom to be 
of any wood approximately 1 Va" wide. 


CROSSBANDING: To be of kiln-dried hardwood, 1/10" 
thick, extending full width of door and laid at right 
angles to core and face veneers. 


Mount Sinai Hospital 
Liebenberg & Kaplan—Architects 


Minneapolis, Minn. 


ADHESIVE: All doors to be resin bonded by the hot 
plate press method. 


VENEERS: To be of standard thickness for kind of 
wood specified (generally 1/28" thick). Face veneers 
to be dried to proper moisture content and carefully 
matched for color and grain. 


SANDING: Both faces to be belt polished to a smooth 
finish for paint or natural finishes. 


CONSTRUCTION 


Aberdeen, S.D. 
—Architects 
-Millwork 


First National Bank 
Herges-Kirchgasler & Associates- 
Dakota Sash & Door Company— 


Burton Abstract & Title Co. Detroit, Mich, 

Smith, Hinchman & Grylls, Inc.—Architects 
James A. Moynes & Co.—Millwork 










































SIZES 

2'-0"x6'-8"xl 3 /8" or l 3 / 4 " 
2'-4"x6'-8"xl 3 /8" or l 3 / 4 " 
2'-6"x6'-8"xl 3 /8" or l 3 / 4 " 
2'-8"x6'-8"xl 3 /a" or l 3 / 4 " 
3'-0"x6'-8"xl 3 / 4 " 
3'-4 "x6'-8"x1 3 / 4 " 
3'-6"x6'-8"x 1 3 / 4 " 
4'-0"x6'-8"xl 3 /4" 


SPECIAL SIZES 


2'-0"x7'-0"xl 3 /8" or l 3 / 4 " 
2'-4"x7'-0"xl 3 /8" or l 3 / 4 " 
2'-6"x7'-0"xl 3 /8” or l 3 / 4 " 
2'-8"x7'-0"xl 3 / 8 " or l 3 / 4 ” 
3'-0"x7'-0"xl 3 / 4 " 
3'-4 "x7'-0"x1 3 / 4 " 
3'-6"x7'-0"x 1 3 / 4 " 
4'-0"x7'-0"xl 3 A" 


Eggers is prepared to supply Custom 
Made Doors in all the stock sizes shown 
above and almost any special or odd size 
door to the architect's specifications. Be¬ 
sides the thicknesses listed, we can fur¬ 
nish thicknesses of 1 Vi", 2", and 2Vi". 

On oversize doors we can furnish almost 
any width or length, depending on spe¬ 
cies of wood desired. We suggest that 
on oversize doors you consult us as to 
lengths of veneer available. 


HTI Core built up of narrow strips of 
— ponderosa pine glued together, with 
> joints well staggered. 

|Y| All doors are banded at top and 
bottom with hardwood bands, specie 
to be at mill option unless otherwise 
specified. 


Side edge strips are of same species 
as face. Edge strips are %" thick. 


r^n Crossbanding is of properly dried 
hardwood, y 10 " thick. 

Face veneer is of wood specified. 
Standard thickness is generally %8 ## - 
We can supply doors with faces of 
any domestic and practically any 
foreign wood. 


GUARANTEE 

Eggers Custom Made Doors are guaran¬ 
teed against defective material and work¬ 
manship for a period of 24 months from 
the date of their delivery to the purchaser. 

In the event that any door should develop 
warp or other structural faults during the 
guarantee period, it will be replaced free 
of charge by F. Eggers Plywood & Veneer 
Company. The replacement of any such 
door by F. Eggers Plywood & Veneer 
Company shall constitute complete ful¬ 
fillment of the company's obligation, and 
the cost of installation and finishing is not 
included. 

CUSTOM MADE 

Eggers Custom Made Solid Core Doors 
are custom made for use in any building 
where the finest quality and best construc¬ 
tion are demanded. They are ideal for 
schools, hospitals, public buildings, com¬ 
mercial structures, churches and residen¬ 
tial construction. 

Eggers Custom Made Doors are designed 
and built to withstand abuse. They stand 
up sturdily under constant use in even the 
most difficult conditions. 

FLAME RESISTANCE 

They incorporate the fire-resistant quali¬ 
ties needed in so many different types of 
construction. 

SOUND INSULATING 

Their solid core construction provides the 
sound retardment required in public, edu¬ 
cational, and institutional buildings. 

MATCHING PLYWOOD 

Eggers Custom Made Doors are made to 
match Eggers Custom Made Plywoods 
whenever such matching is desired. 

INQUIRIES INVITED 

Whether your needs are large or small, 
we will be happy to quote you on your 
requirements. Address your inquiry to 
your nearest Eggers distributor, or send 
it directly to our Two Rivers, Wisconsin, 
office. 








EGGERS Custom Made PLYWOOD 


Eggers plywood is custom made to meet the spe¬ 
cial requirements of individual installations. 
Where other manufacturers have concentrated 
on the production of standard woods in stock 
size panels, Eggers has developed the necessary 
techniques and installed the needed equipment 
to produce custom plywood to the user's own 
specifications. 

SIZES 

Eggers plywood is manufactured in all the stand¬ 
ard thicknesses and panel sizes normally carried 
by plywood distributors in their warehouse stock. 
These standard panels are widely used for the 
manufacture of furniture, fixtures, and millwork 
items. They are also quite commonly used for 
wall paneling where the continuity of the grain 
is not considered essential and where immediate 
availability is an important factor. 

Eggers Custom Made Panels are also produced 
in special sizes and thicknesses to meet the par¬ 
ticular requirements of individual installations. 
These specially made panels are chosen for ar¬ 
chitectural installations wherever the finest qual¬ 
ity is demanded and a special selection of face 
veneers is desired. 

Eggers Custom Made Panels can be furnished to 
the customer's specifications of size and thickness. 
Whenever design requirements permit, panel 
sizes should be held to not more than 48 inches 
by 144 inches. Larger sizes can, however, be 
furnished when required. 



Irving Trust Company 1 Wall Street, New York City 

Qt. Teak Wood 

Shreve Lamb Harmon—Architects 
D. Kramer & Sons—Cabinet Maker 

VENEERS 

Eggers offers veneers in any obtainable domestic 
or foreign wood. We carry substantial stocks of 
all woods that are regularly used, and we have 
ready access to special imported woods. Sam¬ 
ples of any obtainable veneer wood will be fur¬ 
nished on request. 

Eggers has long made a practice of buying out¬ 
standing flitches of veneers whenever they are 
available, even though we may have no imme¬ 
diate need for them. Thus, when the need does 
arise, we have them on hand, ready for use. 


SPECIFICATIONS 

Plywood to be manufactured by F. Eggers Plywood & Veneer 
Company, Two Rivers, Wisconsin. We recommend the use of 
Plywood of 5-ply lumber core construction, with an overall 
thickness of % inch. However, any thickness desired can be 
furnished. Lumber core shall consist of Basswood of proper 
width strips and edge glued with Resin glue. 

Face veneer shall be from flitches especially selected for 
color, figure, grain character, or other special features. Ac¬ 
tual flitch samples of the face veneer shall be submitted for 
architectural approval. 

Faces shall be of one or more pieces of veneer matched for 
color and grain at the joint to produce balance and continuity 

INFORMATION TO FURNISH ON ORDERS > 

In making inquiries or placing order for Eggers Custom Made 
Plywood, please furnish the following information, to help us 
meet your needs promptly and accurately. 

Number of pieces. number of plies.thickness. 

width across the grain. length with the grain.spe¬ 

cies of face ply. 


of grain. In matching sliced or sawn veneers, unless other¬ 
wise specified, veneer shall be book matched and of corre¬ 
sponding width on each side of the center joint or adjacent 
panels. Good 1 side panels shall have back veneers of spe¬ 
cies to properly balance face. 

Crossbands shall be of northern hardwood veneers unless 
otherwise specified. They are to be of sound veneer, uniform 
in thickness, random widths with edges joined and glued. 

Plywood shall be glued with a Resin glue and bonded in a 
hot plate press. Panels shall be sanded on both sides and 
belt sanded on the face side suitable for finishing. 

D INQUIRIES 

Supply also, any special information pertaining to face ve¬ 
neers, whether good one side or good two sides; and, if 
available, send blueprints showing elevation layout. 

Your inquiries will be answered promptly and fully. Your 
orders will be filled as quickly as possible, with painstaking 
care. 
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